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7.75” (197 mm)

BACKPLATE

COVER

SIDE VIEW

   1.6” (41 mm)

DIMENSIONS WALL MOUNT  PATTERN

6.5” (165 mm)

1.25” (32 mm)

0.7” (18 mm)Ø 

8.0” (203 mm)

WIRING DIAGRAM

All installation is completed using the base plate and 
standard plaster or concrete anchors. Wiring connections 
are made with crimp connectors (14-18 gauge, spade 
terminals.) When the Nose Monitor snaps into place, power 
and data connections are automatic.

DATA / LON

DATA / LON

30-42VDC / 24AC

30-42VDC / 24AC

Network Variable Message Description Units Min/Max

nvoHVACTemp

nvoHVACRH

nvoCO2ppm

SNVT_temp_p

SNVT_lev_percent

SNVT_ppm

Temperature

Humidity (RH)

Carbon Dioxide (CO2)

degrees celsius

percent

ppm

0-38 C

0-100%

0-5000 ppm

1. PureChoice cable part #CBL-WCW-R10
   1st pair - Blue & White (data lines)
   2nd pair - Red & Black (power lines)

Fork (or ring) crimp terminals are 
recommended - 18 gauge insulated, #6 stud.

2. Belden cable type 6341
   Two twisted pair, 4 conductor
   (bare copper, not tin), 18 gauge,
   unshielded, plenum rated jacket.

LONMARKÆ

Certified

SPECIFICATIONS

◦ ◦◦◦

◦ ◦◦◦

◦

◦

◦

28-40VDC or 24VAC

5 Watts

0 C to 50 C(32 F to 122 F)

Non-dispersive infrared (NDIR)

0-2000 ppm

±5% or 100 ppm, whichever is greater

10 ppm

20 Seconds

 

Solid state, integrated circuit 

5-95% RH, non-condensing

±2%

1% RH

 3 Seconds

Solid state, integrated circuit

0 C to 38 C(32 F to 100 F)

±0.5 C(0.8 F)

0.1 C(0.18 F)

3 Seconds

1.1 cfm, 18dBA

18 MONTH WARRANTY FROM PURCHASE DATE

Input Voltage

Max Wattage

Operating Temperature Range

CO2 Sensor

Sensor Type

Measurement Range

Accuracy

Resolution

Refresh Time

RH Sensor

Sensor Type

Measurement Range

Accuracy

Resolution

Refresh Time

Temperature Sensor

Sensor Type

Measurement Range

Accuracy

Resolution

Refresh Time

Fan

Properties




